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ACO DRAIN®

Type 614D/615D Galvanised Longitudinal Heelsafe® Anti-Slip grate

This grate is part of ACO’s 
Heelsafe® Anti-Slip range. 
For more information visit 

www.heelsafe.com.au

	 	 Certified to AS 3996 Load Class B (80kN) 
 	 	 (NATA endorsed load test reports available)

		
	 	 AS 3996 (Clause 3.3.6) compliant for surface openings in pedestrian areas 
	 	 ASME A112.6.3 (Section 7.12) compliant - American high heel standard
	
	 	 AS 4586: P5 – Slip resistance classification for Wet Pendulum Test

	 	 AS 1428.1 (Clause 4.4b) compliant for wheelchair and walking cane safety

	 	 AS 3996 (Clause 3.3.7) compliant for bicycle tyre penetration resistance

•	  Raised transverse bars for tread durability

•	  No end bars for visual continuity

•	  DrainLok barless and boltless locking system
•   Suitable for use with K200, KS200, H200K, H200KS channels

• 	 Manufactured from galvanised steel

 

 

Product Features

Specifications
The grate shall be ACO Type 614D Galvanised Longitudinal Heelsafe® Anti-Slip grate with DrainLok barless and boltless locking system as 
manufactured by ACO. This grate has an overall width of 238mm and overall length of 1000mm (Type 614D) and 500mm (Type 615D). 
Slot widths measure at a maximum of 7mm.

Materials & Design
The grate shall be manufactured from galvanised steel and have minimum properties and characteristics as follows:

•	 Raised transverse bars for tread durability
•	 No end bars for visual continuity
•	 Manufactured from galvanised steel
•	 Certified to AS 3996 Load Class B (80kN)1

•	 AS 4586: P5 – Slip resistance classification for Wet Pendulum Test1

•	 Meets AS 1428.1 (Clause 4.4b); AS 3996 (Clause 3.3.6 & 3.3.7); ASME A112.6.3 (Section 7.12)
•	 Intake area of 107,200mm2 per metre of grate/53,600mm2 per half metre of grate
1 NATA endorsed test reports available

For the specification of the ACO Drain channel system selected, click: http://www.acodrain.com.au/resources

 

 

 

http://www.acodrain.com.au/resources/
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www.ACODrain.com.au

© October 2026 ACO Pty Ltd. All reasonable care has been taken in compiling the information in this document. All recommendations and suggestions on 
the use of ACO products are made without guarantee since the conditions of use are beyond the control of the company. It is the customer’s responsibility 
to ensure that each product is fit for its intended purpose and that the actual conditions are suitable. ACO Polycrete Pty Ltd. pursues a policy of continuous 
product development and reserves the right to amend specifications without notice.

ACO Pty Ltd
Australia

Ph: 1300 765 226
www.acodrain.com.au
sales@acoaus.com.au

ACO DRAIN®

 

Type 614D/615D Galvanised Longitudinal Heelsafe® Anti-Slip grate

Description	 Part No.	 Length	 Width	 Weight
		  (mm)	 (mm)	 (kg)

DrainLok grate
Type 614D Galvanised Longitudinal Heelsafe® Anti-Slip	 143340	 1000	 238	 9.8
Type 615D Galvanised Longitudinal Heelsafe® Anti-Slip	 143339	 500	 238	 5.0
Grate removal tool	 01318	 -	 -	  0.1

ACO DrainLok™ is a patented, 

boltless locking system that 

removes the need for bolts and 

bars and improves the hydraulic 

capacity of the channel. The 

DrainLok™ mechanism simply 

clips into the channel edge rail for 

rapid installation. ACO DrainLok™ 

grates are fitted with an anti-shunt 

mechanism that restricts unwanted 

grate movement when installed, 

improving durability and longevity 

of the system.

‘DrainLok’ locking mechanism

Channel

DrainLok clip

Third Angle Projection

11

MAX BOW TOLERANCE

GRATE/FRAME

2

MAX TWIST TOLERANCE

Scale: Units: Part Number: Drawing No:

DO NOT SCALE

Information contained in this drawing is copyright
property of ACO. Any reproduction in

part or whole without written permission
of ACO is prohibited

DescriptionRev
Revisions

Job title:

Range:Date:

Material:

Drawn by:

ACN 050 102 942
ABN 65 050 102 942
134-140 Old Bathurst Road,
Emu Plains NSW 2750
Tel: 02 4747 4000
Fax: 02 4747 4040
Website: www.acoaus.com.au

U:\Technical Services\DRAWINGS\ACOaus\DRAIN\500-
599\D581\

ACO Pty Ltd

Finish: Weight:

Sheet:

GALVANISED

10.02.26 DRAIN

9.82 kg

Date Name

1:3 mm D581 1 of 1
SHEET SIZE: A3

CUSTOMER APPROVED

App

MANUFACTURING APPROVED
Name: Date: Name: Date:

LINEAR TOLERANCE EXCEPT
WHERE OTHERWISE STATED

±2°ANGULAR
500

150 500

OVER UP TO TOLERANCE

±2.00
-0

+2.0
±0

+1.0
150-

-

Page title:

Rev:

-

- - 30.01.26Darren Chan

STEEL

SHEHRYAR

1 2 3 4 5 6 7 8

1 765432

A

B

C

D

E

F F

E

D

C

B

A

-

ASSEMBLY DETAILS

K200 GALVANISED LONGITUDINAL 
HEELSAFE ANTI-SLIP B80 GRATE (1m)

143340

1000mm

34mm 238mm

45mm 30mm

7mm


